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(57) Abstract: The guide insertion device (8) for introduction of a guide into a check valve is made from a surgical material, com- 
^5 prising a body (10), defining a guide duct (12), said duct being open at the two ends thereof. The duct has a fine cannula (14) 
fs| extending from a first duct end along the axis of the duct, suitable for use through the stop valve. The body (10) has a groove (24) 

extending longitudinally along the length of the duct (12) from one end to the other, opening into the duct (12) over the whole length 
W thereof. The above finds application for the placement of a guide in the body of a patient. 
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(57) Abrege : Le passe-guide (8) adapts pour l'introduction d'un guide dans une valve d'arret d'un materiel interventionnel comporte 
un corps (10) delimitant un conduit (12) de guidage du guide, le conduit de*bouchant a ses deux extr^mites, le corps presentant, depuis 
une premiere extremity du conduit, une canule effilee (14) s'etendant suivant l'axe du conduit et propre a etre engagee au travers de la 
valve d'arreL Le corps (10) pr6sente une fente (24) s'etendant longitudinal erne nt suivant la longueur du conduit (12) d'une extr6mit6 
a Tautre de ce conduit et del>ouchant dans le conduit (12) suivant toute sa longueur. Application a la mise en place d'un guide dans 
le corps d'un patient. 



